
Technical information
Gurunsi



Gurunsi Single lamps Shapes

Ghana, 2024

Gurunsi Single

55 cm
1'10"

Min 30 cm
Min 12"

Min 30 cm
Min 12"

Weight

Rosette

Cable

Steel cable

Base

Input power

Light bulb

Packaging

CE Product code

UL Product code

3,6 kg / 7.94 lbs

Phosphated. Ø 80 x 40 mm / Ø 3 5/32" x 1 9/16"

Black textile-covered. 160 cm / 5'3"

150 cm / 4'11"

GU10

7,9W (CE) / 6W (UL)

Included: PAR16; 650 Lm; 2700K

125 x 125 x 25 cm; 5 kg / 49" x 49" x 10"; 11.02 lbs

2_CE_PET_GUR_S

2_UL_PET_GUR_S

115 cm
3'9"

Gurunsi Oval

55 cm
1'10"

165 cm
5'5"

275 cm
5'9"

Weight

Rosette

Cable

Base

Input power

Light bulb

Steel cable holder

Packaging

CE Product code

UL Product code

7 kg / 15.43 lbs

Phosphated. Ø 120 x 25 mm / Ø 4 23/32" x 1"

Black textile-covered. 200 cm / 6'7"

GU10

39,5W

Included: 5 x PAR16; 650 Lm; 2700K

5 units

170 x 95 x 52 cm; 80 kg / 67" x 37" x 20"; 176.37 lbs

2_CE_PET_GUR_O

2_UL_PET_GUR_O



Gurunsi Linear

170 cm
5'7"

520 cm
17'1"

Weight

Rosette

Cable

Base

Input power

Light bulb

Steel cable holder

Packaging

CE Product code

UL Product code

15 kg / 33.07 lbs

Phosphated. Ø 120 x 25 mm / Ø 4 23/32" x 1"

Black textile-covered. 200 cm / 6'7"

GU10

71,1W

Included: 9 x PAR16; 650 Lm; 2700K

9 units

200 x 120 x 72 cm; 90 kg / 79" x 47" x 28"; 198.42 lbs

2_CE_PET_GUR_L

2_UL_PET_GUR_L

Gurunsi Round

280 cm
9'2"

Weight

Rosette

Cable

Base

Input power

Light bulb

Steel cable holder

Packaging

CE Product code

UL Product code

15 kg / 33.07 lbs

Phosphated. Ø 120 x 25 mm / Ø 4 23/32" x 1"

Black textile-covered. 200 cm / 6'7"

GU10

71,1W

Included: 9 x PAR16; 650 Lm; 2700K

9 units

240 x 120 x 67 cm; 90 kg / 94" x 47" x 26"; 198.42 lbs

2_CE_PET_GUR_R

2_UL_PET_GUR_R

340 cm
11'2"

Gurunsi Single lamps

Ghana, 2024

Min 30 cm
Min 12" Min 30 cm

Min 12"

55 cm
1'10" 55 cm

1'10"



Light source

T25
Filament LED bulb
Diameter: 25 mm
Lenght: 85 mm
Power: 4 W
Lumens: 400 Lm
Base: E14 (UL: E12)
Color temp: 2700K
Lifetime: 10.000 hours
CRI: > 80
Suitable for dimming
Instant full light
Energy efficiency class: A+

T30
Filament LED bulb
Diameter: 30 mm
Lenght: 225 mm (UL: 185 mm)
Power: 8 W (UL: 6 W)
Lumens: 800 Lm (UL: 600 Lm)
Base: E27 (UL: E26)
Color temp: 2700K
Lifetime: 10.000 hours
CRI: > 80
Suitable for dimming
Instant full light
Energy efficiency class: A+

T45
Filament LED bulb
Diameter: 45 mm
Lenght: 106 mm
Power: 6 W
Lumens: 600 Lm
Base: E27 (UL: E26)
Color temp: 2700K
Lifetime: 10.000 hours
CRI: > 80
Suitable for dimming
Instant full light
Energy efficiency class: A+

G200
Filament LED bulb
Diameter: 200 mm
Lenght: 283 mm
Power: 10 W
Lumens: 1521 Lm
Base: E27
Color temp: 2700K
Lifetime: 10.000 hours
CRI: > 80
Suitable for dimming
Instant full light
Energy efficiency class: A+

PAR30
LED Spot 25º
Diameter: 95 mm
Lenght: 86 mm
Power: 9,5 W
Lumens: 740 Lm
Base: E27
Color temp: 2700K
Lifetime: 25.000 hours
CRI: > 90
Suitable for dimming
Instant full light
Energy efficiency class: A+

PAR16
LED Spot 120º
Diameter: 50 mm
Lenght: 51 mm
Power: 7,9 W
Lumens: 650 Lm
Base: GU10
Color temp: 2700K
Lifetime: 25.000 hours
CRI: > 90
Suitable for dimming
Instant full light
Energy efficiency class: A+

The included light bulbs have been carefully 
selected to fit the best each PET Lamp 
model. We strongly advice to always use the 
recommended light bulbs.


